
Item Sub-Item S1D13305 S1D13700

Buffer RAM（ext'l） max. 64KBytes SRAM （control pins,  I/F pin available) no need, because of Built-in RAM

Buffer RAM (built-in) none 32KBytes SRAM

CGROM（built-in） 160 char. (5×7dots) 　←

CGROM(ext'l) 256 char. (8×16dots) (M0=1) no need, because of int'; ROM

CGRAM(ext'l) 64 char. (8×16dots)　(M0=0) no need, because of int'; RAM

CGRAM（Dsiplay memory）none
64 char. (8×16dots)　(M0=0)
256char. (8×16dots)　(M0=1)

Data bus width 8bit 　←

Hardware configuration 80/ 68 series CPU

・80/68（6800,MC68K） series CPU
・Pixel lock, req. divider (1/4, 1/8, 1/16)
・Direct / Indirect interface

Display mode

・Character mode
・Graphic mode
・Character/ Graphic mode (5options)

　←
　←
・Character/ Graphic mode (16options)

Gray scale none Selectable 1bpp/ 2bpp/ 4bpp

Character mode
・80clms..×32rows (Monochrome 1bpp) +Graphic ・80c×30r (Monochrome 1bpp)  + Graphic

・40c×30r (4 GrayShade 2bpp)  + Graphic
・30c×20r (16 GrayShade 4bpp) + Graphic

Graphics mode
・640×256dots (Monochrome 1bpp)  × 3displays ・640×240dots (Monochrome 1bpp)  × 3dispalys

・320×240dots (4 GrayShade 2bpp)  × 3displays
・640×240dots (16 GrayShade 4bpp) ×3displays

Command /Parameter set,
Command code

　- S1D13305 upper compatibility
(add. Command : GRAY SCALE (Code 60h) 1command)

Cursor shift
（Indirect mode）

Automatic cursor shift（up, down, left, right） 　←

Cursor shift
（Direct mode）

none Automatic shift to address of display memory access

Smooth scroll function horizontal
　←
（no support of Gray scale mode）

Supply voltage 2.7V～5.5V (single voltage operation) 3.3V single operation / Core=3.3V, I/O=5V dual supply

Host, Panel, 3.0V～3.6V or 4.5V～5.5V (selectable respectively)

max. operation freq. 10MHz at 5V, 8MHz at 3V 60MHz@3.3V or 5V/3.3V

PKG
QFP5-60pin, QFP6-60pin TQFP13-64pin

(PIN layout incompatible with S1D13305 )

Display Memory

Display Mode

Display functions

Display Dot numbers

Host Interface

Character
generator


